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                                              -  :  S=pail; F=drum; C=tank 
 
 
 
 

SPRAY PRODUCT FOR ALUMINIUM ALLOYS MADE EVAPORATORS.  
WHITE COLOR OVEN CURED. 
 
 

PRODUCT CHARACTERISTICS IN DELIVERY FORM 
 
 
  Unità di Misura  
- Binder     :modified polyesther. 
- Delivery viscosity (DIN Cup  4 at 25°C) sec   : 1 00-120” 
- Density  kg/dm3 at 20°C)   : 1,240+/-0,03 
- Solid content                        (weight on weight) : 53+/-2 
- Storage  stability  (+ 5° + 30°C)  (months)   : 6  
- pH     : 8,6-9,2 
 
 
    
 
METHOD OF APPLICATION 
  
Spray 
 
- Nozzle mm : 1,5-1,8 
- Viscosity       (DIN Cup 4 at 20° C) sec : 40-60”  
- Thinner qual : water 
                 amount (%) : ca. 5 
 
- Electrostatic app.      high speed cup                        --                       : o.k. 
- Coverage  (µm) : 25 
- Suggested thickness  (µm) : 25-30 
- Number of layers n° : 1 
 
 

 
 
 
 

The applicative parameters have to be decided on customer line. 

  PRODOTTO :   ARSONECO 450  SMALTO BIANCO         

W450B43- 
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DRYED FILM CHARACTERISTICS 
 
 
- Substrate qual : pretreated aluminium 
 
    (it must be absolutely clean, i.e. dirt, rust,  
   grease, moisture  are to be removed) 
 
Forced drying  
  
  . Flash off time min : 10’ – 20’ at 20 – 25°C 
  . Curing condition             min   : 30’at 150°C 
    (Effecttives on substrate) 
 
- Adhesion on  iron / cast iron   %   : 90-100  
- Buchholz Hardness   Bz  :90 - 120  
- Gloss 60°   UG  :Glossy 
- Humidity cabinet  100 hours *   qual  : without defects 
 
 
 
OTHER  CHARACTERISTICS 
 
- Pigments   qual  : Pb and Cr Free 
 
- Flash point **                   °C  : 56 
 
 
 
(*)    On Iron phosphated sheets .  
(**)  The combustion of this product is autolimitated (EEC 449 par 2-4-; DPR 20-02-98) 
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